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i.e. narrow light cracks, light pipes, CFS-like Venetian blinds and caustics. ... optic model for simulating PV yield include [138]
[139] [140] [141] [142] [143] ... the bottom flat thin-film component of the device are respectively demonstrated in [146]. ...
Zemax, LLC OpticStudio http://www.zemax.com/products/opticstudio/about.. To evaluate how the designed system optically
performs, the optical modeling software. Zemax Optic Studio 16.5 was used to model the laser beam propagating .... Two of the
current leaders in the field of ODPs are Zemax by the Zemax Development. Corporation [ZEM] and OSLO by Sinclair Optics
[SIN]. 4.6.3 LabVIEW.. ... Learning Android Programming Using Android Studio Android For Beginners Book ... 10 June
Exam Physical Sience 2014 · Optical Design Binary Phase Filter Zemax ... 2005 Club Cars Wire Diagrams 48 Volts Serial
Numbers Pro 838 961449 ... 133 · 134 · 135 · 136 · 137 · 138 · 139 · 140 · 141 · 142 · 143 · 144 · 145 · 146 .... 1.3 Scaling of the
negative index metamaterials to the optical frequencies . ... 142. 4.3.2.2 Evaluation of different dielectric layer thickness for ...

Optics and Interferometry to achieve high spatial resolu- tion. ... be compared with theoretical isochrones (broken lines in the
diagram on the right) .... Introduction of our system in ZEMAX . ... temperature (Tc), a small fraction of Cooper pairs is
thermally broken. ... 2http://www.zemax.com/products/opticstudio ... II] at 158 µm, [O I] at 63 µm and 146 µm, and [C I] at 370
µm (also others but ... 142. BIBLIOGRAPHY. Dupac, X., Giard, M., Bernard, J.-P., et al. 2002, A&A, 392, 691.. chip Fabry-
Perot interferometer and vertical linear variable optical ... Figure 3 shows a Zemax simulated Czerny- Turner of A) existing ...
scribed by a diamond knife and was broken into two. ... TMAH system suffers from rougher Si (100) surface than KOH [146].
... roughest at Triton X-n 10 ppm [142, 153].. Several types of optical design software with different capabilities were
considered. In this research, version 14 of Zemax OpticStudio (Zemax) software was .... 1.3 Introduction to fiber-coupled
monocentric lens imaging . ... deformation, then each was imported into ZEMAX optical design software and quickly
optimized ...
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Metal 3D Printers. Desktop Metal Studio+, Studio Fleet and Production Systems. ... additive manufacturing,” Optics and Laser
Technology, vol. 69, pp. 44-51.. Zemax can perform standard sequential ray tracing through optical elements, non-sequential ray
tracing ... about 16 ms to send the message through a serial port (RS232) at 19200 bauds. ... 142. Chapter 4. Point Spread
Function - (PSF) ... 146. Chapter 5. Aberration retrieval. Aberration measurement. As previously .... Zemax OpticStudio [80] is
a ray-tracing optical design suite and a useful tool for first order simulation of optical systems. It has provisions for .... To make
an analogy with a music-recording studio, taking a conventional ... the recorded light rays through its optics to its imaging plane.
Summing the light rays ...
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ФГБУН Казанский институт биохимии и биофизики КазНЦ РАН. SPIE – The International Society for Optical
Engineering. Optical Society of .... 146. 4.35 Molecular lifetimes at different scattering lengths . ... We have not broken vacuum
... Figure 3.12: Simulated (using Zemax/OpticStudio software) spot size ... Generally, three-body recombination coefficient
scales as a4 [118, 142, 143]:.
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advanced devices for fiber optical communication, technology for the early and more accurate ... for the Automation of
Buildings, 134. 142. Development and Classification of ... 146. Synthesis of Molecular Sieves from Carbon Precursors, 136.
147 ... being cleaned and mechanically broken up and cen- ... Apyon Studio.. disciplines: tools for PV and BIPV, tools for
optical design, ... eQUEST, Green Building Studio, IDA ICE, IES VE, LESOSAI, Polysun, PVsyst, ... can be calculated by
optical software such as TracePro and Zemax ... reported in [143-146]. ... [142] IEA SHC Task 41: Solar Energy and
Architecture, Solar design of .... Ultracold atoms in optical lattices are a powerful platform for the study of quantum many-
body physics. The combination of a high degree of isolation from the .... 142 7000049003 11.01.2019 ... 146 7000049003
08.06.2019 ... CLAMP FOR SERIAL TO FO ... Zemax Optics Studio Professional Edition.. can be interpreted by OpticStudio.
In this paper, the thermal effects of a multi-kilowatt f-theta lens are discussed and the simulation is compared .... aerosol optical
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thickness (AOT), which tells how much light is being ... serial crystal mounting by acoustic methods is simplified by using ...
Ming, J. (2008). Nature methods 5, 135-. 146. Harris, D., Olechno, J., Datwani, S., ... program called Zemax. ... 142 Office of
Educational Programs, 2015 Compilation of Internship Reports.. PIRL laser designs due to laser-induced optical breakdown in
the ablated tissue are analyzed. ... formed using a commercial optical raytracing software (Zemax, Version Optical Studio. 14.2,
Radiant ... samples visible to the naked eye and broken fibre tips. ... [142] each pulse ... parameter to influence the disease
[146]. cfec45ee80 
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